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XLR3-100 2540 108.68 1081 108.33 1058

XLR3-110 2794 119.55 1189 119.17 1164

XLR3-120 3048 130.41 1297 130.00 1270

XLR3-130 3302 141.28 1405 140.83 1376

XLR3-140 3556 152.15 1513 151.67 1482

XLR3-150 3810 163.02 1621 162.50 1588

XLR3-160 4064 173.88 1729 173.33 1693

XLR3-170 4318 184.75 1837 184.17 1799

XLR3-180 4572 195.62 1946 195.00 1905

XLR3-190 4826 206.49 2054 205.83 2011

XLR3-200 5080 217.35 2162 216.67 2117

XLR3-210 5334 228.22 2270 227.50 2223

XLR3-220 5588 239.09 2378 238.33 2328

XLR3-230 5842 249.96 2486 249.17 2434

XLR3-240 6096 260.83 2594 260.00 2540
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XTR3-100 2540 115 1427

XTR3-110 2794 126 1570

XTR3-120 3048 138 1712

XTR3-130 3302 149 1855

XTR3-140 3556 161 1998

XTR3-150 3810 172 2140

XTR3-160 4064 184 2283

XLR3 & XTR3
Screen with Adjustable Motorised Side and Top/Bottom Masking

Aesthetics and functionality join forces in XLR3, the latest-born in the Xmask 
family, is a product of unique value: traditional manufacturing skill combined 
with innovative technical features, such as a sliding masking system, deliver the 
best performance in terms of noiselessness and fluidity of movement.
The structural element features a new frame whose innovative Stiffeners 
anchoring system ensures impeccable assembly, stability and ease of 
installation.
To deliver the best visual experience the projection surface must be perfectly 
flat: this is achieved through our cutting-edge E-Grip anchoring system. 
In addition the reduced gap between masking and fabric minimizes shadow-
effect during projection.
Choose leather housing of fine Italian craftsmanship or optional DecorMask 
graphic masking to embellish your wall with a unique and pleasantly elegant 
touch.
On request we also provide ultra-quiet Lutron motor systems, full-closure 
masking, and a screen version without housing, designed to be integrated into 
customised installations.
Width range from 100” to 240” in various formats, an absolute novelty in the 
Xmask category.

 > Projection surfaces: All ClearPix™ 4k, ClearPix™ 2, MultiPix™ 4k, 
SolidPix™, SolidPix™ 2, SilverPix™ 3D surfaces

 > Available formats: 2.35, 2.40 (XLR3) and 1.78 (XTR3)
 > Width: 100” to 240” (XLR3) and 100” to 160” (XTR3)

FI3 & T-FI3
Fixed Integrator Screen 3

FSD
Fixed Supreme 3 Design

FCIN
Fixed Cinema

XLR3 & XTR3
Fixed Frame Screen with Masking
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Dimensional tolerance
Projection fabrics: ±20mm
Structures and components: ≤ 2500mm ±2mm, > 2500mm and up to 6120mm ±5mm




